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杭州斯沃德电梯有限公司

HANGZHOU SWORD ELEVATOR CO.,LTD
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1. THE HOISTWAY INTERIOR MUST MEET REQUIREMENTS OF FIRE PROTECTION. DO NOT INSTALL ANY DEVICES RATHER THAN LIFT. 2. THE HOISTWAY MUST HAVE GOOD VERTICALITY. THE MINIMUM HORIZONTAL CLEARANCE SIZE IS CONSIDERED AS HOISTWAY SIZE. PERPENDICULARITY ERROR MUST BE 0~+25MM/0~30M, 0~+30MM/30M~60M, 0+50MM/60. 3. IF THERE IS A SPACE ACCESSABLE FOR PERSONNEL UNDER HOISTWAY PIT, PROVIDE SOLID BASE EXTENDING TO SOLID GROUND FOR INSTALLING COUNTERWEIGHT BUFFER, OR CONSULT ELEVATOR SUPPLIER FOR COUNTERWEIGHT SAFETY GEAR. 4. BEFORE ELEVATOR INSTALLATION, SET SAFETY PROTECTION BARRIERS WITH ENOUGH STRENGTH AT ALL ROUGH OPENINGS, THE HEIGHT OF SAFETY PROTECTION BARRIERS IS NO LESS THAN 1.2M. 5. ENCLOSED HOISTWAY SHALL BE PROVIED WITH VENTILATION (AT TOP OR BOTTOM OF HOISTWAY), THE SIZE OF VENTILATION SHALL NOT LESS THAN 1% OF HOISTWAY SIZE, AND PROTECTED BY GRID GUARD. 6. THE CUTOUT HOLES OF LANDINGD, HALL CALLS AND OTHERS SHALL BE BACK FILLED. 7. CONCRETE HOISTWAY STRUCTURE RECOMMENDED. IF FRAME STRUCTURE, 300MM HIGH CONCRETE BEAMS SHALL BE MADE FOR GUIDE RAIL BRACKET LEVELS, TOP AND BOTTOM OF ROUGP OPENINGS, AND REINFORCED CONCRETE STRUCTURE IS REQUIRED FROM HOISTWAY TOP TO 1700MM BELOW. 8. WHEN DISTANCE BETWEEN TWO ADJACENT LANDING DOOR SILLS IS MORE THAN 11M, A SAFETY DOOR IS REQUIRED IN BETWEEN AND IT CAN'T BE OPENED FROM OUTSIDE HOISTWAY. SAFETY DOOR WIDTH NO LESS THAN 350MM, HEIGHT NO LESS THAN 1800MM. 9. WATER PROOF TREATMENT SHALL BE MADE IN THE PIT. IF THERE IS A DRAIN PIT, MAKE IN THE CORNER. 10. PROVIDE INDEPENDENT ELEVATOR POWER SUPPLY TO TOP FLOOR LANDING DOOR: PLACED IN THE SWITCH BOX WITH A LOCKABLE SWITCH. VOLTAGE FLUCTUATION WITHIN ±7%. NULL LINE AND GROUND LINE SHALL BE SEPARATED, GROUNDING RESISTANCE NO GREATER THAN 4Ω. . 11. ALL THE REACTION LOAD SHOWN IN THE DRAWING, UNLESS OTHERWISE SPECIFIED, INCLUDE IMPACT CORRECTION, HOISTWAY WALLS AND PIT SHALL BE STRONG ENOUGH TO WITHSTAND THE LOAD. 12. EMBEDDED PARTS (HOOK, BEARING PLATE ETC) SHALL BE MADE IN ADVANCE. 13. DUTY ROOM IS REQUIRED, SET WIRING FROM DUTY ROOM TO EACH ELEVATOR CONTROLLER, IT'S RECOMMENDED TO USE SHIELDED/TWISTED PAIR WIRE WITH AT LEAST 0.75 MM² PER CORE, 14. THE TEMPERATURE INSIDE HOISTWAY SHALL BE MAINTAINED IN 5~40 .
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